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Product Specifications

24 Way Patch Panel

Dimensions (W x H x D) 483mm x 44mm x 30mm

Fixing Centres 467mm

Material
Mild steel sheet CR4 to BSEN 10130-1999 DC01 Plastic inserts ABS

thermoplastic resin with grade UL94 V0 at 1.5 mm flame retardancy

Finish Black powder coated to BS6496

Socket Labels 9 mm numbered card to BS6496

IDC Labels Individual colour coded labels to T568B

U Height 1u

Single Faceplate

Width 87mm

Height 87mm

External Depth 9mm

Euro Module

Width 25mm

Depth 22mm

Height 50mm

Back-Box-Depth Minimum 15mm recommended

Sockets Unshielded RJ45

Cable Management Bar
Dimensions (W x H x D) 482.6mm x 44mm x 63mm

Finish Matte Black

This comprehensive kit comprises essential components designed to streamline and simplify network setups. Included are 1 x 24 Way Patch 
Panel, facilitating organised cable connections, alongside 12 x Single Gang Faceplates, each pre-loaded with 2 modules for convenient access 
points. Additionally, the pack features 1 x Cable Management Bar to ensure efficient cable organisation. 

Network Contractor Packs

Ordering Information
Product Description Part Number

Cat5e Network Contractor Pack 00A-013-000-42

Cat6 Network Contractor Pack 00A-013-000-43

Features & Benefits
• Cat5e & Cat6 option
• Enough for a 24 Port installation
• Conveniently packed in one box

• Available from Stock


